
MultiAir® FC 2000 series – 4th generation
•	 Equipped with the latest AC drive technology to 

minimize power consumption.
•	 Soundproof cabinet in modern design.
•	 Intuitive touch screen for easy setting and adjustment 

of the unit.
•	 Touch screen control of the MultiAir connected with a 

10m cable permitting to move the touch screen as far 
as 10 metres away from the blower.

•	 Modern centrifugal blower design with high efficiency.
•	 The control consists of standard electric components. 
•	 Up to three external motors can be controlled for start/

stop (digital output).
•	 Automatic air flow control to secure constant air flow, or 

pressure control to secure constant pressure (optional 
equipment). 

•	 Connection to external feedback signals possible 
	 (0 - 10V or 4 - 20mA). 
•	 Programming of the control is done with an SD card.

User benefits
•	 Blower performance can be adjusted to the precise 

level required to minimize energy consumption.
•	 Low noise level allows for flexible installation of the 

MultiAir®, as noise is not a factor to be taken into 
account when placing the MultiAir®.

•	 Minimum maintenance required due to few moving 
parts.

•	 Electric components are standard components 
supplied by one of the main suppliers in the world. 

	 This means easy and quick access to parts if required. 

•	 Equipped with air flow control (optional equipment) 
the unit is an excellent choice for pneumatic conveying 
systems. The air flow control secures the most efficient 
conveying by minimizing the energy consumption and 
controlling the conveying speed of the material, thereby 
minimizing wear on pipes and damage on conveyed 
material. 

•	 Pressure control (optional equipment) secures  constant 
pressure obtained independently of the air flow. 
Efficient for use in extraction systems with varying flow 
demand.

•	 The MultiAir® can be adapted to local requirements.

Specially designed for the paper, packaging, and plastic 
industries, these flexible high pressure Kongskilde MultiAir® 
FC 2000 blowers are an excellent choice for conveying of raw 
materials, process waste, and finished goods.

MultiAir® FC 2080/2110/2190/2220
Data sheet



Technical data

MultiAir® type 2080 2110 2190 2220

AC Drive output max. (kW) 7.5 11 18.5 22

Power supply 380 - 480 V, 50 or 60 Hz

Min. fuse rating 25A 50A 50A 63A

Max. fuse rating 63A 63A 63A 63A

Air flow vs. Pressure

m3/h Pressure Pa

1800 10,100 15,900 17,600 17,600

2800 7,000 12,200 17,400 17,400

4000 - 7,400 9,700 16,000

Weight, FC, kg 290 331 335 342

Heating of air at 1800 m3/h in °C 10 14 20 20

Ambient temperature -10°C to 50°C

MultiAir® FC models Blower performance is adjusted manually on panel.
Optional air flow or pressure control can be used for control of blower 

performance

Certification CE
UL/CUL - upon request

Noise level ≈ 72-76 dB (A) (Application dependent)

Performances for MultiAir® FC 2000 series
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Dimensions

O
K

20
0

33

 488  162 
 7

03
 

 1
24

1 

 203  650  203 

 
59

6 

 1088 

 473  97 

S-model

O
K

16
0

 3
47

 

 30 
 1120 
 1150 

 786  166 

 7
03

 

 650  203  369 

 1
24

1 

 162  488 

 
59

6 

 1221 

 473  97 

T-model

788

O
K

16
0

 3
47

 

 30 
 1120 
 1150 

 167 

Revision: 123022905
MULTIAIR FC

01
Målskitse 

DD
EE

SECTION D-D SECTION E-E

Revision: 123022906
MULTIAIR FC
Snitbilled

S-Version T-Version

S-Model T-Model



Kongskilde Industries A/S
Tel.: +45 72 17 60 50
industry@kongskilde-industries.com
www.kongskilde-industries.com

Su
bj
ec
t t
o 
be
 c
ha
ng
ed
 w
ith
ou
t n
ot
ic
e.
   
12
30
0
19
60
 E
XP
/G
B
/M
ul
tiA
ir 
FC
 2
0
0
0
/D
AT
A
/0
32
0


